
Technical Data Sheet

Customer Services: Roper Rhodes Ltd | Brassmill Lane Trading Estate | Bath | BA1 3JF
Tel: 01225 303 900 | Fax: 01225 448 877 | Email: sales@roperrhodes.co.uk | Web: www.roperrhodes.co.uk Page 8 of  9

No. Description Code Fixings Included
1 Storm Free Standing Bath Shower Mixer T221902 YES

*Dimensions are subject to change, customers are advised to measure actual product before commencing installation.

Dimensions - T221902

FAQs

Diagrams not to scale. All dimensions in mm (tolerance of +/-5mm)

Storm Free Standing Bath Shower Mixer - T221902

Min Pressure: 1bar

1bar 14.2 litres / min

2bar 16 litres / min

What is the size of the tap tail connection? The tap tails have a standard 1/2” BSP fixing.   

What bore is the tap tail? The tails have a 10mm internal bore.

What length are the tap tails? The tails are 900mm in length.

Does the tap come fitted with an aerator? Yes, the aerator comes pre-installed but can be replaced.
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FAQ Answer

Overall tap height 1065mm

Overall tap width 180mm

Height of spout exit 1025mm

Spout projection from body centre 228mm

Handle projection from body centre 60mm

Handle center height 730mm

Footprint size/Base Plate Diameter 200mm

Does spout rotate Yes

Tap tails protrustion below base plate 165mm




